THE COLLECTION SPEAKS FOR ITSELF OF ITS BOUNDLESS
ARCHITECTURAL POTENTIALS, AS IT IS AN EMBODIMENT
OF FINE CREATIVITY AND AESTHETICALLY PLEASING
DESIGNS THAT ADD A REFINED TOUCH TO YOUR SPACE.
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BEIGE TRAVERTINE
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CONCRETE GREY
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OLIVIA ALMOND
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OLIVIA CHOCO
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TRAVERTINE CLASSIC

600 X 1200 MM, Matt




TRAVERTINE CLASSIC LT

600 X 1200 MM, Matt






WALNUT TRAVERTINE

600 X 1200 MM, Matt




CHARACTERISTIC

TECHNICAL SPECIFICATION

TEST METHOD

INTERNATIONAL STD
1SO 13006/EN 176 GROUP Bla

DIMENSION & SURFACE QUALITY

manufacturer

Deviation in length I1SO-10545-2 +0.6% +0.2%
Deviation in Thickness ISO-10545-2 +5% 3%
Straight of Sides ISO-10545-2 +0.5% +0.2%
Rectangularity I1SO-10545-2 +£0.5% +0.2%
Surface Flatness ISO-10545-2 +0.5% +0.2%
PHYSICAL & THERMAL PROPERTIES
Water Absorption ISO-10545-3 <0.50% <0.04%
Mohs Hardness EN-101 Min.5 Min.5
Flexural Strength 1SO-10545-4 > 35N/mm? e > 40N/mm?
Skid Resistance (Friction Coefficient) I1SO-10545-17 > 0.4 > 0.4
Breaking Strenght 1SO-10545-11 >1113N >1 OON
Frost Resistance 1SO-10545-12 Frost Proof Frost Proof
Thermal Shock Resistance 1SO-10545-9 No Damage No Damage
Noisture Expansion 1SO-10545-10 NIL NIL
Abrasion class shall be
Resistance to Surface Abrasion ISO-10545-7 specified by the PIE IV

CHEMICAL PROPERTIES

Chemical Resistance 1SO-10545-13 No Damage No Damage
Color Resistance 1SO-10545-16 No Damage 8 No Damage
Stain Resistance 1SO-10545-14 Resistant Resistant

Dimension
(MM)

PACKING DETAILS

PIECES

600X1200MM

1.44 15.50

Weight (Apx.)

2 Kgs.
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